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Wiser hy Showermiser

pending time in rustic campgrounds.
is part ofthe RV experience that
many owners relish, and is one reason
why most RVs are seli-contained. Un-
less you own a toy hauler, chances are
good that the fresh- and gray-water
tanks aboard your RV hold 60 gallons or
tess. Although that might seem large,
the tanks can empty and ill quickly, and
there are few things more frustrating
than having to pass on a shower be-

DIFFICULTY 12305

TIME TO COMPLETE 2HOURS

TOOLS NEEDED _ DRILL AND HOLE SAW,
WRENCHES, TUBING CUTTER,
SHLIGHT
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d many environ-
mentally conscious RV owners, water
conservation is important. One product
that helps in that department is the
Showermiser from Aqua View, a high-
quality water diverter that redirects.
wasted cold water back into the fresh-
water tank while waiting for hot water
to reach the showerhead. Not only does

‘warm, the pipe color changes from dark
blue (almost purpl to pale blue witha
tinge of white. The color change is obvi
ous, so there is no question when the
water is at a comfortable temperature.

by temporarily connecting the return
pipe to the diverter valve and placing it
between the showerhead hose and the
mixer valve inside the shower. Afte the
hole location is marked and drilled to
heinch,

installation kit is ametal diverter valve,

, it keeps the blast
of cold water from hiting your bocy
when the mixer valve for the shower-
head s first turned on.

Showermiser utilizes heat-
activated intoa

turn pipe and a
inch NPT nippl, rubber washer and
nut. The kit sells for less than $60 and is
available on the company’s website

To install the device, the frst step

bled using the -inch NPT nipple, mak-
ing sure all the connections are tight.
Although a washer is used to seal
out water around the nipple, t's sug-
gested to add a bit of extra insurance
vith an appliction ofsilcone seatnt,

color-changing return pipe that visu-
ally signals the user when the water
is warm. With the valve in the closed
position, wasted cold wateris re-
turned to the freshwater tank via the
color-changing pipe. Once the water is
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(input) side of the water pump or an ac-
cessible location n the water line that
leads to the freshwater tank. We found it
easiest to simply tee into the PEX water
line located close to the input of the de-
mand pump. This is when you'lL need to
make atrip to the hardware or RV store
for specifc ittings and water line.

The next step s finding  suitable po-
sition for the new hardware and a place
‘where the return pipe will be routed
through the shower wall. Thi

{hreads. Th stalation shoudn' ke
than two hours, but it might take
Tl dotorty, dpendingon ccess o
the back of the shower stall, plumbing
and configuration of the water system.
Not only did it feel good to have only
warm water flowing from the shower-
head, we were also pleased that water
was not being wasted. &

7164-485-5904,
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nipple, lock nut

T Shomsmica kR lciedes the clor<tmogg rarn s dvrier
ut and washer,The diverter valve is avalable in chrome,
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